
 

Earth Anchors   

DUCKBILL   
  1. Range: 

  2. Installation: 

  3. Appplications: 

  4. Drive Steel: 

  5. Specification: 

    
 

1. Range 
  

 

Model 40 135 Kg (300Lbs) Capacity in normal soils 

 

Model 68 500 Kg (1,100 Lbs) Capacity in normal soils 

 

Model 88 1360 Kg (3,000 Lbs) Capacity in normal soils 
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Model 138 2470 Kg (5,000 Lbs) Capacity in normal soils 

      
 

2. Installation 
1. Drive DUCKBILL to desire depth 
DUCKBILL anchor are driven into the soil using a hammer and drive steel (a small jack hammer can be used 
together with power drive steel). As the anchor is being driven, it is actually compacting the soil around the anchor 
head. Once the anchor is at the proper depth, the drive steel is removed. 
  
2. Set the DUCKBILL in soil 
To set the anchor in normal soil, wrap the wire rope around the drive steel or insert rod through loop in wire rope 
and pull upward a distance approx. The lenght of the anchor body. Or, use the DUCKBILL Anchor Hook accessory. 
The upward pull on the wire rope rotates the anchor into a perpendicular load lock position in undusturbed soil. 
  

3. Applications 
1. Multi Purpose 

2. Tree Guy System  

3. Root ball system  

4. Theft Deterrent 

  
  

1. Multi Purpose 
DUCKBILL Multi Purpose Earth Anchor Systems 
  
Secure any object to deter theft and prevent unwanted movement 
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DUCKBILL Earth Anchors are used worldwide to secure items that can be stolen, moved or blown down. Sizes are 
available for 
any application. 
  
One-man installation capabilitys without the need for digging, expensive equipment or special skills saves time and 
labour. 
And DUCKBILLS are safer that conventional anchors because the leave no rigid rods or stakes above ground to 
cause injury. 
  
DUCKBILLS are designed with lenght of galvanized wire rope or galvanized wire rope combined with proof coil 
chain long 
enough to allow enough movement for moving or maintenance. 
  
DUCKBILLS are intended for light duty applications in normal soils and peroidic condition inspections are 
recomended. 
  
For Highly corrsive enviroments, DUCKBILL Anchors can be anodized, fabricated with stainless steel wire rope, 
plastic 
impregnated wire rope or other corrosion-resistant solutions. 
  
DUCKBILLS SECURE... 

 Parks/Recreation Equipment 
 Construction Equipment 
 Antennas 
 Equipment 
 Scaffolding 

  

 Playground Equipment 
 Fences 
 Airplanes 
 Signs 
 Mobile Homes 

  



 Tents 
 Towers 
 Structures 
 Vineyards 
 and many more... 

 

  

 

  

2. Tree Guy System 
DUCKBILL Tree guy system 
The advantages: 

 Easy , safe Installations 
 More trees Anchores per hour 
 Professional Appearance 

 

  

  
DUCKBILL Professional tree guy system 
  
DUCKBILL Tree Support Systems are packaged pre-assembled with: 

 Anchors 
 Wire Rope 
 Turnbuckles 
 Tree Collars 
 Wire Rope Clamp 

No time wasted assembling various components. With DUCKBILL, everything is done for you. All kits are available 
with galvanized steel, clear or highly visible orange or white vinyl coated wire rope. 



    

  

3. Root Ball System 
  
DUCKBILL Root Ball System 
Completely Underground Tree Support Systems 
  
No unsightly poles or stakes! 
  
When guy systems are not posible or desirable, such as in playgrounds, parks or where sidewalk plantings are 
required, use the root ball kit. It is specifically designed to hold the tree's root ball firmly in place, with only the tree 
protruding above the ground. 
  
Fast,Easy Instalation: 

 

 Drive anchors in triangular pattern in bottom of hole until only D-rings remain exposed. 



 

 Pass tension strap thru D-ring in each anchor, and back to easy hand rachet. 
Tighten and adjust tension strap for best fit. 
Retighten if necessary. 

 

    

  

4. Theft Deterrent 
DUCKBILL Theft Deterrent Earth Anchor Systems 
  
Secure any object to deter theft and prevent unwanted movement. 
  
DUCKBILL Earth Anchors are used worldwide to secure items that can be stollen, moved or blown down. Sizes are 
available for any application. 
  
DUCKBILLS are designed with a lenght of galvanized wire rope or galvanized wire rope combined with proof coil 
chain long enough to allow enough movement for mowing or maintenance. 
  
For Highly corrosive environments, DUCKBILL Anchors can be anodized, fabrizated with stainless steel wire rope, 
plastic impregnated wire rope or other corrosion-resistant solutions. 



   

  

4. Drive Steel 
  
How to select power drive steel 
Each DUCKBILL Anchor has unique drive steel that is determined by the jack hammer and the anchor. Here is how 
to select the drive steel that is right for the particular anchor: 
1. Determine the DUCKBILL Anchor you are going to install. 
2. Then measure the hex size (D) across the flats of a shank that fits the hammer. 
3. Measure the shank lenght (L) from the top of the hex to the collar. 
4. Call FORSIGHT PRODUCTS, LLC. with special shank sizes or if you need more information on how to determine 
what drive  
    steel is needed for the particular application. 
  
Power drive steel for model 68/88 anchors is 4'(1.2m) drive tip to under collar. 
  
Power drive steel for model 138 anchors is 5'(1.6m) drive tip to under collar. 

 

  

Example: Part Number: PDS 88 10     



"Anchor Size"     
68     
88     
138     
      
Jack Hammer Shank     
D L "Shank Code" 
7/8    x 31/4 = 78 
7/8    x 41/4 = 79 
1 x 41/4 = 10 
11/8 x 6 = 18 
11/4 x 6 = 14 
 

  
Example: For Model 88 Anchor with 1"x 41/4" shank, drive steel is PDS8810 
  
For Model 40: Ds-40: 9.7mm (3/8") round 0.6m(2') Long steel hand drive steel with large striking head. 

  

    
For Model 68 DS-68 12.7mm (1/2") round 0.9m (3') Long steel hand drive steel with large striking head. 

Power drive steel available 
DS-68-HD (Heavy Duty): 12mm(3/4") round 1.2 (4') Long steel hand drive steel with large 
striking head. 



  

    
For Model 88 DS-88: 19mm (3/4") round 1.2m(4') Long steel hand drive steel with large striking head. 

Power drive steel available 

  

    
For model 138: Must be driven with power drive steel 

   

  

5. Specification 
1. Tree Support 

2. Security / Theft Detterent  

3. Multi-Purpose 

  

1. Tree Support 
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Model 40 DTS Kit 
Up to 3"(75mm) 
Diameter trees 

Model 68 DTS Kit 
Up to 6"(150mm) 
Diameter trees 

Model 88 DTs KIT 
UP to 11" (280mm)  
Diameter trees 

  
Model 68 RBK Kit 
Up to 3" (75mm) 
Diameter trees 

Model 88 RBK Kit 
Up to 6" (150mm) 
diameter trees 

Total 
System  
Guy 
Kits 

Kit contains 3 
Model 40 
DUCKBILL  
Anchors with 
3.6m (12feet)  
of cable  
attaced to 
each anchor, 
3 tree collars, 
and 1.6mm 
(31/16") 
cable clamps- 
all pre- 
assembled. 
Each anchor  
holds 135 kg  
(300#) in  
normal soil. 

Kit contains 3  
Model 68 
DUCKBILL with 
4.0m (13 feet) 
of cable 
attached to 
each anchor  
with a  
turnbuckle 
mid-line, 3 tree  
collars, and 
3.2 mm(61/8") 
cable clamps 
all pre- 
assembled. 
Each anchor 
holds 500Kg 
(1,100#) 
in normal soil. 

Kit Contains 3  
Model 88  
DUCKBILL  
Anchors with 
4.5m (15feet) 
of cable  
attached to  
each anchor 
with a  
turnbuckle mid- 
line, 3 tree  
collars, and 
4.8mm (63/16")  
cable clamps-  
all pre- 
assembled.  
Each anchor  
holds 1,360 kg 
(3,000#) in  
normal soil. 

Root 
ball 
fixing 
kits 

Kit contains 3  
Model 68  
DUCKBILL  
Anchors with 
D ring,  
tensioning  
strap with easy 
hand ratchet  
and complete  
installation  
instructions.  
500kg (1,100#)  
rated capacity  
per anchor. 

Kit contains 3  
Model 88  
DUCKBILL  
Anchors, 7.2m  
(24 feet) of  
4.8mm (3/16")  
tensioning  
cable, one  
ratchet  
tensioner, and  
complete  
installation  
instructions.  
1360 kg (3,00#)  
rated capacity  
per anchor. 

Standard 
Pak 

4.6kg (12 units) 11kg (6 units) 13.5kg (4 units) 
  

6kg (6 units) 14.5kg (6 units) 

Pak  
Weight 

4.6kg (10 lbs.) 10.8kg (24 lbs.) 13.6kg (30 lbs.) 
  

5.8kg (13 lbs.) 14.5kg (32 lbs.) 

 

  

2. Security / Theft Detterent 
  
  Model 68-ATI Model 88-ATI   Model 68-ATC Model 88-ATC 
            



Wire 
rope 
anti-theft 
anchors 

Kit contains 500 kg 
(1,100#) capacity  
anchors cabled with 
1.5m (5 feet) of 
4.8mm (3/16")  
galvanized wire  
rope. 

Kit contains 1,360 kg 
(3,000#) capacity 
anchor cabled with 
1.8m (6 feet)  
6.4mm (1/4") 
galvanized wire  
rope. 

Chained 
theft- 
deterrent 
anchors 

Kit Contains 500kg 
(1,100#) capacity 
anchor with 1.2m  
(4 feet) of 6.4mm  
(1/4") proof coil  
chain attached to  
0.3 m (1 foot) of  
wire rope. 

Kit contains 1,360 kg 
(3,000#) capacity  
anchor with 1.2m  
(4 feet) of 6.4mm  
(1/4") proof coil chain 
attached to 0.6 m  
(2 feet) of wire rope. 

Standard 
Pak 

12 units 6 units 
  

12 units 6 units 

Pak  
Weight 

4.6kg (10 lbs.) 4.6kg (10 lbs.) 
  

18.6kg (41 lbs.) 12.3kg (27 lbs.) 

 

  

3. Multi-Purpose 
  
  Model 40 -DB1 Model 68-DB1 Model 88-DB1 Model 138-DB1 
Anchor holding 
power in 
normal soil 

135kg 
(300 lbs.) 

500kg 
(1,100 lbs.) 

1.360kg 
(3,000 lbs.) 

2.270kg 
(5,000 lbs.) 

Wire rope breaking 
strength 

220kg 
(480 lbs.) 

770kg 
(1,700 lbs.) 

3.175kg 
(7,000 lbs.) 

4.445kg 
(9,800 lbs.) 

Galvanized 
wire rope 

1.6mm 
(1/16" 7x7 GAC 

3.2mm 
(1/8" 7x7 GAC 

6.4mm 
(1/4" 7 x 19 GAC 

7.9mm 
(5/16" 7x19 GAC) 

Wire rope 
length 

0.51m 
(20 inches) 

0.76m 
(21/2 feet) 

1.07m 
(31/2 feet) 

1.52m  
(5 feet) 

Anchor Weight 28gm 
(1 oz.) 

128gm 
(4.5 oz.) 

397gm 
(14 oz.) 

1.1kg 
(2.5 lbs.) 

Standard pak and 
weight box 

50/box 
1.7kg (3.7 lbs.) 

24/box 
3.2kg (7 lbs.) 

12/box 
5.0kg (11 lbs.) 

12/box 
14.5 kg (32 lbs.) 

 

  
* 88 and 138 have wear resistant thimble eye in top loop. Foresight Products can custom cable any of our anchors  
   for your requirement. 
 


